
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDER NO. 94-056
NPDES NO. CA0005657

WASTE DISCHARGE REQUIREMENTS FOR:

PACIFIC GAS AND ELECTRIC COMPANY
POTRERO POWER PLANT
SAN FRANCISCO, SAN FRANCISCO COUNTY

The California Regional Water Quality Control Board, San Francisco Bay Region, (hereinafter
the Board) finds that:

General Findings

1. Pacific Gas and Electric Company, Potrero Power Plant, (hereinafter discharger)
submitted a National Pollutant Discharge Elimination System (NPDES) Permit
Application dated December 20, 1993 for reissuance of NPDES Permit No.
CA0005657.

2. The discharge of wastewater from this power plant is currently governed by Waste
Discharge Requirements, Board Order No. 89-96.

3. The discharger has a capacity to generate approximately 210 Megawatt (MW) from one
steam-electric generating unit and currently discharges once through cooling water and
low volume waste into Lower San Francisco Bay, a water of the United States.

4. The report of waste discharge describes the existing discharge as follows:
Discharge Contributory
Outfall Waste Stream
001 A. Once-through Cooling Water Discharge

B. Intake Screen Wash
C. Boiler Blowdown
D. Bioassay Lab #1
E. Bioassay Lab #2
F. Stormwater Runoff

1. Unit 3
2. Unit 4,5,6 (gas turbines)

002 Thermal Demusseling Discharge
003 - 005 Stormwater Runoff

The discharge structure is located on the San Francisco Bay shore.

Pagel

Annual Flow
Average (mgd)

226
0.11
0.001
0.0029
0.0029

0.000056
0.0041
0.001
0.0020




























